








• Two-way speaker system with 400 Watts of peak power
• Fully integrated Universal Dock for iPad
• Works with iPad and iPad 2
• Includes Alto Professional ADM10 dynamic mic and 10’ cable
• Integrated mixer and high-efficiency power amp

BACK VIEW FRONT VIEW 

Just load your iPad into the iPA Music System, run your app of choice and crank up the volume. The iPA Music System’s internal 
power amplifier will fill your home, club, or event with crystal-clear sound. An Alto Professional ADM10 cardioid microphone 
and 10’ cable are included, and you can even expand your iPA Music System by linking to an additional speaker (not included).  
Dock your iPad and rock the party with the iPA Music System!

• 10” (254mm) low-frequency transducer
• Compact, lightweight design for easy transport
• 36mm socket for mounting on a speaker stand
• Rigging points for suspending overhead
• Designed and tuned in the USA

 All information is preliminary and subject to change. iPad and iPhone not included. iPad, iPhone and iTunes are trademarks of Apple Inc., registered in the U.S.  
and other countries. Bluetooth is a registered trademark of Bluetooth SIG. *Wireless streaming is for playback only.



TS115
Active 800 Watt 2-Way 15” Loudspeaker
• 800 Watts Class D power
• 15” low-frequency transducer, 1” neodymium driver
• Two mic/line combo inputs with independent volume controls
• XLR output to link speakers
• Lightweight, trapezoidal cabinet with handles

TS112
Active 800 Watt 2-Way 12” Loudspeaker
• 800 Watts Class D power
• 12” low-frequency transducer, 1” neodymium driver
• Two mic/line combo inputs with independent volume controls
• XLR output to link speakers
• Lightweight, trapezoidal cabinet with handles

TS110
Active 600 Watt 2-way 10” Loudspeaker
• 600 Watts Class D power
• 10” low-frequency transducer, 1” neodymium driver
• Two mic/line combo inputs with independent volume controls
• XLR output to link speakers
• Lightweight, trapezoidal cabinet with handle

TSSUB
18" Active Subwoofer 
• 1200 Watts Class D power
• Powerful 18” low-frequency long-excursion driver
• Stereo inputs: mic/line left channel, XLR right channel
• Stereo XLR outputs: left link, right mono, internal 120Hz crossover on thru 
• 18mm birch plywood vented cabinet with metal grille and recessed handles 
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TSSUB
12" Active Subwoofer 
• 600 Watts Class D power
• Powerful 12” woofer with 2.5” voice coil and double-ventilation
• Stereo Inputs: mic/line left channel, XLR right channel
• Stereo XLR outputs: left link, right mono, internal crossover on thru
• Compact 18mm birch cabinet with metal grille and handles

TRUESONIC loudspeakers provide exceptionally powerful sound for musicians and live sound engineers alike. Each one features an ultra-
pure signal path, super-efficient driver design and modern Class D amplification to deliver precise reproduction of deep lows, crystal-clear 
highs and smooth mid range. With TRUESONIC loudspeakers, what you put in is exactly what you get out.

TRUESONIC SERIES
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Accuracy. Power. Portability. Affordability. 
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ZMX SERIES
The ZMX series of live sound mixers are designed to meet the needs of both 
musicians and live sound engineers. Whether you’re a singer-songwriter 
looking for the perfect mixer for coffeehouse gigs, or a professional live 
sound engineer embarking on a national tour there’s a ZMX mixer available 
to bring it all together. ZMX mixers offer multi-bus routing, on-board digital 
effects and integrated USB audio interfaces, making them perfect for use 
in capturing high-quality digital recordings of your performances.

ZMX122
8-Channel Compact Mixer with Effects 
• 12 total inputs including XLR jacks with phantom power  
   on channels one through four
• Four mic input channels with gold-plated XLR  
   and balanced line inputs
• Two stereo input channels with balanced TRS jacks
• Extremely high headroom offering extra dynamic range
• Three-band EQ on each channel
• On-board Alesis digital effects processor
• Three-band EQ on each mono and stereo channel
• Two aux sends per-channel for external effects  
   and monitoring
• Two-bus design with main and control room  
   1/4” stereo outputs

ZMX862
6-Channel Compact Mixer 
• Eight total inputs including XLR jacks with phantom  
   power on channels one and two
• Two mic input channels with gold-plated XLR  
   and balanced line inputs
• Two stereo input channels with balanced TRS jacks
• Extremely high headroom offering extra dynamic range
• Three-shelf EQ on each mono and stereo channel
• Two aux sends per-channel for external effects  
   and monitoring
• Two-bus design with main and control room  
   1/4” stereo outputs

ZMX52
5-Channel Compact Mixer
• Eight total inputs including an XLR jack with phantom  
   power and EQ on channel one
• 1/4” main, tape, headphone and aux outputs for flexible  
   routing and monitoring
• Compact design, perfect for musicians looking for  
   portability and quick set-up
• One mic input channel with gold-plated XLR  
   and balanced line input
• Two stereo input channels with balanced TRS jacks
• Extremely high headroom offering extra dynamic range
• Ultra-low noise, discrete mic preamps with  
   +18V phantom power
• Balanced inputs for highest signal integrity  
   and low-noise operation

All information is preliminary and subject to change.
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